EMAUX SPH Series Pump
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50 Hz 60 Hz modEl (2daptor 50 mm glue included) Rowics:

BB029605 BBO29705 SPH100 1%" (internal) /2" (external) 0.75 kW [ 1.0 HP
BB029608 82029708 SPH200 1 %" (internal) /2" (external) 1.5 kW /2.0 HP ™

medel A mm B mm C mm

SPH100 652 215 340

SPH200 652 215 340

D mm E mm Kg Cond. (220V)

Motor

P55 Class F .2850 rpm .220/380V 50Hz .Asynchronous two poles

.Thermal or Over Current protection

main features

. Bearing type: Deep groove ball bearing (NSK 6204), temperature rating 120 °C

Operating conditions

Woater temperature range 5 —50°C . Ambient 45°C . Max. working pressure 2.5 bar

Materials
.Pump casing ABS + % glass filled

Ampeller PPO (SABIC) .Motor shaft 55316 .Strainer basket and base in

PP + % Glass filled .Seals bellows-EPDM stationary face-3IC rotating face-Graphite Spring-53316

Features

.Direct replacement for other model pumps .Quiet operation 65 DB@1m .Corrosion proof impeller with
smooth & wide opening to prevent clogging or fouling .Thermoplastic casing & internals .Stainless Steel motor
shaft for corrosion resistance & extended life  .Self-priming up to 12" above water level .Easy service design,
motor and entire drive group assembly can be removed, without disturbing pipe or mounting coennections, by

disengaging 4 bolis only
.Transparent lid for quick inspection

.Teol-free ring locking, simple maintenance.




